
Identity: 

Nickel Cadmium Battery 

(closed cylinder) 

Makita U.S.A., Inc. 
14930-C Northam Street 

u;.·grl" CA 90638 

Each cell is a sealed container, 

enclosing 11 niclwl electrode, 

cadmium electrode, and a 

electrode. 

Material Safety 
Data Sheet 
Complies with the OSHA Hazard 
Commtmication Standard : 
29 CFR 1910 1200 



Data: 
Conditions to Avoid Burning, rupturing 

N/A 

1nea~l!1Hazards (acute and chronic) 
Nickel and Cadmium are known to be Carcinogenic. 

NTP? IARC Monographs? OSHA Regulated? 

IEnlen!en(:y and First Aid Proceedure Electrolyte is Clll!Sti~. DO NOT allow skin or eye contact. 

Flush with water for 15 minutes follow-up with medical attention is absolutely necessary. 

witb the electrolvte. 

Disposal Method Follow local, state, and federal regulations. 

and Storage Precautions 

DO NOT short circnlt, may cause burns. 


